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CLAIMS: 

1. A dryer comprising air stream generation means adapted 
to generate an intermittent flow of air with which a user 

5 may dry himself, and to generate a substantially 
continuous flow of substantially sterile air, 

2. A dryer as claimed in claim 1, in which the air stream 
generation means includes a first fan to generate the 

10 intermittent, drying, air stream. 

3. A dryer as claimed in claim 1, in which the air stream 
generation means includes a second fan, to generate the 
substantially continuous air stream. 

15 

4. A dryer as claimed in claim 2, in which the first fan 
is adapted to blow air out of a first outlet. 

5. A dryer as claimed in claim 3, in which the second fan 
20 is adapted to blow air out of a second outlet. 

6. A dryer as claimed in claim 1, which comprises 
sterilising means adapted to sterilise air that is drawn 
in through an inlet of the dryer* 

25 

7. A dryer as claimed in claim 6, in which the 
sterilising means is located substantially adjacent the 
inlet and extends away therefrom. 

30 8. A dryer as claimed in claim 6, in which the first fan 
is adapted to draw air in through the air inlet, passed 
the sterilising means, through a first venting means and 
out through a first outlet. 
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9. A dryer as claimed in claim 6, in which the second fan 
is adapted to draw air in through the inlet, passed the 
sterilising means, through second venting means and out of 
5 a second outlet. 



10. A dryer as claimed in claim 1, which includes 
fragrancing means adapted to produce a fragrance., 

10 11. a dryer as claimed in claim 1, which is a hand/face 
dryer. 



e 



12. A dryer as claimed in claim 6, in which th 
sterilising means is adapted to illuminate at least part 
15 of the first outlet. 



13. A dryer as claimed in claim 6, in which the 
sterilising means is adapted to at least partly sterilise 
the first outlet and a passage leading thereto. 

20 

14. A dryer as claimed in claim 6, in which, in use, a 
sterilising air flow passes through the first outlet and a 
passage leading thereto, said sterilising air flow being 
driven by convection currents and/or the general movement 

25 of air in and around the dryer and/or due to substantially 
constant air flow generated by the second fan. 



15. A method of sterilising an air flow compri 
operating a dryer according to claim 1. 



